Chassis Quick Reference

Power Supply (option)

PCIRiser Card (option)

Fan Module

IDE/SCSI Backplane
{option)

Front Panel Standard FDD
or SlimFDD +

5 1/4" Drive Bay Slim GO -ROM(option)

Connector end of drive

1. Insert the hard
drive on A¢. tray
|

2. Slide tray out of chassis

Major Components Installing Hard Drive

2. Attach with
four screws to
fix HDD

)

1. Use finger to push
latch and open lever
all the way

Rear Windows Configuration

Standard Rear Window

DB-9 port AGP slot | [ 3 PClslots
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Power Supply | /System I/0 (depends on M/B)\] _ Ventiiation holes

Low Profile Rear Window

6Low Profile PCI slots
o=0w Frofile POl slots

Intel SE7500 WV2 M/B Rear Window
3 Low Profile PCl slots 3 PCl slots
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TOP COVER CAUTION

A CAUTION A

This unit must be operated
with the chassis
TOP COVER installed
to ensure proper cooling

A B

A. System reset button E.HDD LED
B. Buzzer reset button F LAN1 LED

C. Power switch G.LAN2 LED
D. Power LED H. Fa
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1. Attach with four
screws to fix PCI*®
riser card

&

L 3. Insert this end into
i retention notch

Installing PCI Riser Card

2. Insert tapered end
of bracket into opening
on fan module

Attach with two

CD-ROM Adapter

screws for slim CD-ROM .

Installing Slim CD-ROM & Slimn FDD

Attach with four
screws for slim FDD

1. Attach with screws
to fix backplanes

2. Align backplane bracket with
retention notches on chassis

3 3. Slide backplane bracket into

chassis carefully

4, Ensure the opening do match

with standoffs on chassis

5. Attach the screw to
fix backplane bracket
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